
Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 0 0 0 0 0.00 0 0 0.00
NBT 1 * 1600 164 524 0.33 491 1215 0.76 *
NBR 0 * 0 360 0 0.00 * 724 0 0.00

SBL 0 * 0 66 0 0.00 56 0 0.05 *
SBT 1 * 1600 658 724 0.45 * 428 484 0.30
SBR 0 0 0 0 0.00 0 0 0.00

EBL 0 * 0 8 0 0.00 29 0 0.00
EBT 1 * 1600 0 289 0.18 * 0 140 0.09 *
EBR 0 * 0 281 0 0.00 111 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
DelNorte&101SBoff
Genovese
2007+30%
assume traffic signal

Critical
MovementCapacity

WBL 0 0 0 0 0.00 0 0 0.00 *
WBT 0 0 0 0 0.00 0 0 0.00
WBR 0 0 0 0 0.00 0 0 0.00

0.63 0.90

Notes on analysis: B D
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 0 * 0 96 0 0.00 373 0 0.00
NBT 1 * 1600 72 168 0.11 * 147 520 0.33 *
NBR 0 0 0 0 0.00 0 0 0.00

SBL 0 0 0 0 0.00 0 0 0.00
SBT 1 * 1600 88 102 0.06 * 118 139 0.09 *
SBR 0 * 0 14 0 0.00 21 0 0.00

EBL 0 0 0 0 0.00 * 0 0 0.00 *
EBT 0 0 0 0 0.00 0 0 0.00
EBR 0 0 0 0 0.00 0 0 0.00

Critical
Movement

Del Norte& 101NBoff
Genovese
2007+30%
Assume traffic signal

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 0 * 0 621 0 0.00 399 0 0.00
WBT 1 * 1600 3 638 0.40 * 3 520 0.33 *
WBR 0 * 0 14 0 0.00 118 0 0.00

0.57 0.74

Notes on analysis: A C
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 0 0 0 0 0.00 * 0 0 0.00 *
NBT 0 0 0 0 0.00 0 0 0.00
NBR 0 0 10 10 0.00 0 0 0.00

SBL 1 1600 66 66 0.05 90 90 0.06
SBT 0 0 0 0 0.00 0 0 0.00
SBR 1 1600 168 168 0.11 * 287 287 0.18 *

EBL 1 1600 299 299 0.19 160 160 0.10 *
EBT 1 * 1600 810 810 0.51 * 553 553 0.35
EBR 0 * 0 0 0 0.00 0 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Del Norte& Fifth
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 0 0 8 8 0.00 * 8 8 0.00
WBT 1 * 1600 385 421 0.26 1032 1136 0.71 *
WBR 0 * 0 36 0 0.00 104 0 0.00

0.61 0.99

Notes on analysis: B E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 176 176 0.11 * 230 230 0.14 *
NBT 3 4800 1507 1507 0.31 1565 1565 0.33
NBR 1 1600 231 231 0.14 148 148 0.09

SBL 2 1600 147 147 0.09 221 221 0.14
SBT 2 3200 1130 1130 0.35 * 1594 1594 0.50 *
SBR 1 1600 244 244 0.15 485 485 0.30

EBL 2 3200 386 386 0.12 * 491 491 0.15 *
EBT 2 * 3200 581 640 0.20 625 814 0.25
EBR 0 * 0 59 0 0.00 189 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Ventura&Fifth
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 2 3200 176 176 0.06 359 359 0.11
WBT 2 * 3200 404 481 0.15 * 680 763 0.24 *
WBR 0 * 0 77 0 0.00 83 0 0.00

0.73 1.03

Notes on analysis: C F
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 4 4 0.00 4 4 0.00 *
NBT 2 * 3200 2399 2438 0.76 * 2002 2038 0.64
NBR 0 * 0 39 0 0.00 36 0 0.00

SBL 1 1600 27 27 0.05 * 78 78 0.05
SBT 2 * 3200 1264 1272 0.40 2803 2804 0.88 *
SBR 0 * 0 8 0 0.00 1 0 0.00

EBL 1 1600 8 8 0.05 * 0 0 0.00
EBT 1 * 1600 0 5 0.05 1 10 0.05 *
EBR 0 * 0 5 0 0.00 9 0 0.00

Critical
Movement

Victoria&Teal Club
Genovese
2007+30%
assume traffic signal

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 1 1600 7 7 0.05 18 18 0.05 *
WBT 1 * 1600 0 78 0.05 * 0 60 0.05
WBR 0 * 0 78 0 0.00 60 0 0.00

0.91 0.98

Notes on analysis: E E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 1 1 0.05 4 4 0.00 *
NBT 2 * 3200 2358 2456 0.77 * 1880 2054 0.64
NBR 0 * 0 98 0 0.00 174 0 0.00

SBL 1 1600 34 34 0.05 * 194 194 0.12
SBT 2 * 3200 1268 1281 0.40 2695 2709 0.85 *
SBR 0 * 0 13 0 0.00 14 0 0.00

EBL 0 * 0 9 0 0.00 * 10 0 0.00
EBT 1 * 1600 5 15 0.05 12 48 0.05 *
EBR 0 * 0 1 0 0.00 26 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Victoria&Doris
Genovese
2007

Critical
MovementCapacity

WBL 1 1600 98 98 0.06 112 112 0.07 *
WBT 1 * 1600 3 214 0.13 * 0 87 0.05
WBR 0 * 0 211 0 0.00 87 0 0.00

0.95 0.97

Notes on analysis: E E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 0 * 0 5 0 0.00 * 1 0 0.00 *
NBT 1 * 1600 44 53 0.05 38 43 0.05
NBR 0 * 0 4 0 0.00 4 0 0.00

SBL 0 * 0 95 0 0.00 65 0 0.00
SBT 1 * 1600 60 155 0.10 * 47 112 0.07 *
SBR 1 1600 43 43 0.05 49 49 0.05

EBL 0 * 0 39 0 0.00 * 68 0 0.00
EBT 1 * 1600 104 144 0.09 311 382 0.24 *
EBR 0 * 0 1 0 0.00 3 0 0.00

Critical
Movement

Doris&Patterson
Genovese
2007+30%
assume traffic signal

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 0 * 0 7 0 0.00 5 0 0.00 *
WBT 1 * 1600 256 263 0.16 * 153 158 0.10
WBR 1 1600 87 87 0.05 78 78 0.05

0.26 0.31

Notes on analysis: A A
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 105 105 0.07 61 61 0.05
NBT 3 * 4800 1382 1446 0.30 * 1314 1479 0.31 *
NBR 0 * 0 64 0 0.00 165 0 0.00

SBL 1 1600 152 152 0.10 * 315 315 0.20 *
SBT 3 4800 1026 1026 0.21 1791 1791 0.37
SBR 1 1600 103 103 0.06 146 146 0.09

EBL 1 1600 157 157 0.10 * 152 152 0.10
EBT 2 3200 165 165 0.05 304 304 0.10 *
EBR 1 1600 73 73 0.05 111 111 0.07

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Victoria&Wooley
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 1 1600 114 114 0.07 108 108 0.07 *
WBT 2 3200 237 237 0.07 178 178 0.06
WBR 1 1600 410 152 258 0.16 * 324 315 9 0.05

0.66 0.67

Notes on analysis: B B
Notes on lane configuration:
Notes on signal operation:

right turn overlap westbound
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 165 165 0.10 126 126 0.08
NBT 2 3200 1512 1512 0.47 * 1647 1647 0.51 *
NBR 1 1600 280 280 0.18 192 192 0.12

SBL 1 1600 234 234 0.15 * 181 181 0.11 *
SBT 2 3200 1555 1555 0.49 1622 1622 0.51
SBR 1 1600 100 100 0.06 342 342 0.21

EBL 1 1600 244 244 0.15 172 172 0.11
EBT 2 * 3200 321 494 0.15 * 230 354 0.11 *
EBR 0 * 0 173 0 0.00 124 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Rose&Camino Del Sol
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 1 1600 195 195 0.12 * 328 328 0.21 *
WBT 2 3200 192 192 0.06 593 593 0.19
WBR 1 1600 118 118 0.07 311 311 0.19

0.90 0.94

Notes on analysis: D E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 87 87 0.05 * 181 181 0.11 *
NBT 2 3200 1461 1461 0.46 1836 1836 0.57
NBR 0 0 0 0 0.00 0 0 0.00

SBL 0 1600 0 0 0.05 0 0 0.05
SBT 2 * 3200 1962 2041 0.64 * 1921 2160 0.68 *
SBR 0 * 0 79 0 0.00 239 0 0.00

EBL 0 * 0 166 0 0.00 148 0 0.00
EBT 1 * 1600 0 266 0.17 * 0 290 0.18 *
EBR 0 * 0 100 0 0.00 142 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Rose&First
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 0 0 0 0 0.00 * 0 0 0.00 *
WBT 0 0 0 0 0.00 0 0 0.00
WBR 0 0 0 0 0.00 0 0 0.00

0.86 0.97

Notes on analysis: D E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduce for 
Overlap

Adjusted
Volume v/c

NBL 2 3200 151 151 0.05 * 377 377 0.12 *
NBT 3 4800 1262 1262 0.26 1508 1508 0.31
NBR 0 0 0 0 0.00 0 0 0.00

SBL 0 0 0 0 0.00 0 0 0.00
SBT 3 * 4800 1238 1577 0.33 * 1594 1980 0.41 *
SBR 0 * 0 339 0 0.00 386 0 0.00

EBL 2 3200 380 380 0.12 * 341 341 0.11 *
EBT 0 0 0 0 0.00 0 0 0.00
EBR 1 1600 179 76 103.5 0.06 183 183 0 0.05

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Rose&Third
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 0 0 0 0 0.00 0 0 0.00
WBT 0 * 0 0 0 0.00 0 0 0.00
WBR 0 * 0 0 0 0.00 0 0 0.00

0.50 0.64

Notes on analysis: A B
Notes on lane configuration:
Notes on signal operation:

eastbound right turn overlap
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 22 22 0.05 * 26 26 0.05 *
NBT 3 * 4800 1528 1654 0.34 1587 1655 0.34
NBR 0 * 126 0 68 0 0.00

SBL 1 1600 53 53 0.05 40 40 0.05
SBT 3 * 4800 1513 1705 0.36 * 1646 1916 0.40 *
SBR 0 * 192 0 0.00 270 0 0.00

EBL 2 3200 300 300 0.09 432 432 0.14
EBT 1 1600 572 572 0.36 * 413 413 0.26 *
EBR 1 1600 40 40 0.05 52 52 0.05

Critical
Movement

Rose&Fifth
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 1 1600 173 173 0.11 * 281 281 0.18 *
WBT 2 * 3200 337 371 0.12 737 827 0.26
WBR 0 * 0 34 0 0.00 90 0 0.00

0.87 0.88

Notes on analysis: D D
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 18 18 0.05 61 61 0.05 *
NBT 2 3200 1492 1492 0.47 * 1593 1593 0.50
NBR 1 1600 508 508 0.32 365 365 0.23

SBL 1 1600 39 39 0.05 * 44 44 0.05
SBT 2 3200 1087 1087 0.34 1758 1758 0.55 *
SBR 1 1600 153 153 0.10 295 295 0.18

EBL 1 1600 181 181 0.11 142 142 0.09
EBT 2 * 3200 542 567 0.18 * 356 385 0.12 *
EBR 0 * 0 25 0 0.00 29 0 0.00

Critical
Movement

Rice&Fifth
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 1 1600 187 187 0.12 * 426 426 0.27 *
WBT 2 * 3200 345 372 0.12 775 865 0.27
WBR 0 * 0 27 0 0.00 90 0 0.00

0.81 0.99

Notes on analysis: D E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduce for 
Overlap

Adjusted
Volume v/c

NBL 0 * 0 3 0 0.00 3 0 0.00
NBT 1 * 1600 65 68 0.05 139 142 0.09 *
NBR 1 1600 488 326 162 0.08 * 421 421 0 0.05

SBL 1 1600 107 107 0.07 * 65 65 0.05
SBT 1 * 1600 166 231 0.14 216 272 0.17 *
SBR 0 * 65 0 0.00 56 0 0.00

EBL 1 1600 16 16 0.05 65 65 0.05
EBT 1 * 1600 31 67 0.05 * 72 388 0.24 *
EBR 0 * 0 36 0 0.00 316 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Channel Islands&Dupont
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 1 1600 326 326 0.20 * 826 826 0.52 *
WBT 2 3200 134 134 0.05 218 218 0.07
WBR 1 1600 49 49 0.05 192 192 0.12

0.40 1.02

Notes on analysis: A F
Notes on lane configuration:
Notes on signal operation:

\

northbound right overlap
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduce for 
Overlap

Adjusted
Volume v/c

NBL 1 1600 133 133 0.08 192 192 0.12
NBT 2 3200 788 788 0.25 950 950 0.30
NBR 1 1600 576 88 488 0.30 * 1040 432 608 0.38 *

SBL 1 1600 213 213 0.13 * 228 228 0.14 *
SBT 2 * 3200 1004 1037 0.32 794 810 0.25
SBR 0 * 0 33 0 0.00 16 0 0.00

EBL 1 1600 60 60 0.05 12 12 0.05
EBT 1 1600 68 68 0.05 * 69 69 0.05
EBR 1 1600 139 139 0.09 230 230 0.14 *

Critical
Movement

PM Peak Hour

Capacity
Shared

Movement
Split

Phase
Critical

Movement

Intersection:

Year of Base Count:
Scenario:

Analyst:

AM Peak Hour

Movement Lanes

*

Rose&AutoCtr
Genovese
2007+30%
Base Year Count

EBR 1 1600 139 139 0.09 230 230 0.14

WBL 3 * 0 230 0 0.00 1204 0 0.00
WBT 0 * 4800 35 265 0.06 * 92 1296 0.27 *
WBR 1 1600 118 118 0.07 277 277 0.17

0.60 0.94
A E

Notes on analysis:
Notes on lane configuration:
Notes on signal operation:

northbound right overlap
TOTAL CAPACITY UTILIZATION:

*



Vol
Reduction
(RTOR)

Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 2 3200 61 61 0.05 91 91 0.05 *
NBT 2 * 3200 373 435 0.14 * 445 500 0.16
NBR 0 * 0 62 0 0.00 55 0 0.00

SBL 2 3200 463 463 0.14 * 216 216 0.07
SBT 2 * 3200 508 546 0.17 737 803 0.25 *
SBR 0 * 0 38 0 0.00 66 0 0.00

EBL 1 1600 91 91 0.06 31 31 0.05 *
EBT 2 * 3200 523 600 0.19 * 319 372 0.12
EBR 0 * 0 77 0 0.00 53 0 0.00

SantaClara&Central
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Critical
Movement

Split
Phase

AM Peak Hour

Movement Lanes Capacity
Shared

Movement
Critical

Movement

PM Peak Hour

EBR 0 0 77 0 0.00 53 0 0.00

WBL 1 1600 48 48 0.05 * 75 75 0.05
WBT 2 * 3200 394 549 0.17 620 887 0.28 *
WBR 0 * 0 155 0 0.00 267 0 0.00

0.52 0.63
A B

Notes on lane configuration:
Notes on signal operation:

intersection modified after 2005
TOTAL CAPACITY UTILIZATION:

Notes on analysis:



Vol
Right on 

Red
Adjusted
Volume v/c Vol

Right on 
Red

Adjusted
Volume v/c

NBL 1 1600 267 267 0.17 520 520 0.33 *
NBT 1 1600 491 491 0.31 * 644 644 0.40
NBR 0

SBL 1 1600 105 105 0.07 * 81 81 0.05
SBT 1.5 * 3200 428 522 0.16 777 873 0.27 *
SBR 0.5 * 94 0 0.00 96 0 0.00

EBL 1 1600 87 87 0.05 241 241 0.15
EBT 1 1600 78 78 0.05 105 105 0.07
EBR 1 1600 295 134 162 0.10 * 647 260 387 0.24 *

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:

*

SantaClara&AutoCtrDr
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 2 3200 971 971 0.30 * 705 705 0.22 *
WBT 1 1600 218 218 0.14 339 339 0.21
WBR 1 1600 35 35 0.05 43 43 0.05

0.78 1.06

Notes on analysis: C F
Notes on lane configuration:
Notes on signal operation:

*

Right on Red =N/B left volume/2
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1.5 2400 207 207 0.09 446 446 0.19 *
NBT 0.5 800 26 26 0.05 * 18 18 0.05
NBR 1 1600 131 131 0.08 122 122 0.08

SBL 0 * 1600 7 0 0.05 13 0 0.05
SBT 1 * 1600 16 97 0.06 * 12 113 0.07 *
SBR 0 * 0 74 0 0.00 88 0 0.00

EBL 1 1600 30 30 0.05 * 157 157 0.10 *
EBT 3 * 4800 1284 1601 0.33 1444 1682 0.35
EBR 0 * 0 317 0 0.00 238 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:

*

*

Vineyard&Myrtle
Genovese
2007--Myrtle=North/South--+30%
Base Year Count

Critical
MovementCapacity

WBL 1 1600 79 79 0.05 48 48 0.05
WBT 2 3200 1616 1616 0.51 * 1715 1715 0.54 *
WBR 1 1600 16 16 0.05 34 34 0.05

0.70 0.89

Notes on analysis: C D
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1.5 * 0 68 0 0.00 302 0 0.00
NBT 0.5 * 3200 8 76 0.05 * 77 379 0.12
NBR 1 1600 108 108 0.07 445 445 0.28 *

SBL 1.5 * 0 104 0 0.00 300 0 0.00
SBT 0.5 * 3200 5 109 0.05 * 16 316 0.10 *
SBR 1 1600 46 46 0.05 172 172 0.11

EBL 2 3200 70 70 0.05 289 289 0.09 *
EBT 2.5 * 4800 2189 2248 0.47 * 1769 1886 0.39
EBR 0 5 * 0 59 0 0 00 117 0 0 00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:

*

*

Vineyard&Esplanade
Genovese
2007--Vineyard=East/West+30%
Base Year Count

Critical
MovementCapacity

EBR 0.5 0 59 0 0.00 117 0 0.00

WBL 2 3200 397 397 0.12 * 160 160 0.05
WBT 3 4800 1028 1028 0.21 2018 2018 0.42 *
WBR 1 1600 56 56 0.05 204 204 0.13

0.71 0.90

Notes on analysis: C D
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduce for 
Overlap

Adjusted
Volume v/c

NBL 2 3200 131 131 0.05 363 363 0.11 *
NBT 2 3200 716 716 0.22 * 892 892 0.28
NBR 2 3200 1013 599 414 0.13 1152 1152 0 0.05

SBL 2 3200 150 150 0.05 * 238 238 0.07
SBT 3 * 4800 703 819 0.17 1082 1298 0.27 *
SBR 0 * 116 0 0.00 216 0 0.00

EBL 1.5 * 0 371 0 0.00 326 0 0.00
EBT 2.5 * 6400 1499 1870 0.29 * 871 1197 0.19 *
EBR 1 1600 246 246 0 15 217 217 0 14

Critical
Movement

Oxnard&Vineyard
Genovese
2007--Oxnard=N/S+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes

*

Shared
Movement

Critical
Movement

PM Peak Hour

Capacity

EBR 1 1600 246 246 0.15 217 217 0.14

WBL 3 4800 663 663 0.14 1212 1212 0.25
WBT 2 * 3200 586 599 0.19 * 1322 1342 0.42 *
WBR 0 * 0 13 0 0.00 20 0 0.00

0.75 0.99

Notes on analysis: C E
Notes on lane configuration:
Notes on signal operation:

*

northbound right overlap
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduce for 
Overlap

Adjusted
Volume v/c

NBL 2 3200 346 346 0.11 515 515 0.16 *
NBT 3 4800 1463 1463 0.30 * 1547 1547 0.32
NBR 1 1600 260 260 0.16 133 133 0.08

SBL 2 3200 404 404 0.13 * 402 402 0.13
SBT 3 4800 1327 1327 0.28 1920 1920 0.40 *
SBR 1 1600 385 385 0 0.05 801 383.5 417.5 0.26

EBL 2 3200 915 915 0.29 * 767 767 0.24 *
EBT 3 4800 1115 1115 0.23 759 759 0.16
EBR 1 1600 312 312 0 20 256 256 0 16

Critical
Movement

Gonzales&Rose
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

EBR 1 1600 312 312 0.20 256 256 0.16

WBL 1 1600 103 103 0.06 199 199 0.12
WBT 3 4800 445 445 0.09 1409 1409 0.29 *
WBR 1 1600 178 178 0.11 * 347 347 0.22

0.83 1.09

Notes on analysis: D F
Notes on lane configuration:
Notes on signal operation:

southbound right overlap
TOTAL CAPACITY UTILIZATION:



Vol
Reduction
(RTOR)

Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 224 224 0.14 * 355 355 0.22 *
NBT 2 3200 62 62 0.05 85 85 0.05
NBR 1 1600 109 109 0.07 95 95 0.06

SBL 0.5 * 0 47 0 0.00 85 0 0.00
SBT 0.5 * 1600 16 63 0.05 * 47 132 0.08
SBR 1 1600 52 52 0.05 237 237 0.15 *

EBL 2 3200 320 320 0.10 283 283 0.09 *
EBT 3 4800 935 935 0.19 * 581 581 0.12
EBR 1 1600 272 272 0 17 198 198 0 12

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Gonzales&Lombard
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

EBR 1 1600 272 272 0.17 198 198 0.12

WBL 1 1600 209 209 0.13 * 166 166 0.10
WBT 3 4800 536 536 0.11 1106 1106 0.23 *
WBR 1 1600 83 83 0.05 66 66 0.05

0.52 0.69

Notes on analysis: A B
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduction
(RTOR)

Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 2 3200 272 272 0.09 * 447 447 0.14 *
NBT 2 3200 1238 1238 0.39 1437 1437 0.45
NBR 0 0 0 0 0.00 0 0 0.00

SBL 0 0 0 0 0.00 0 0.00
SBT 3 4800 1626 1626 0.34 1725 1725 0.36 *
SBR 1 1600 819 144.25 674.75 0.42 * 553 225 328 0.21

EBL 2 3200 577 577 0.18 * 900 900 0.28 *
EBT 0 0 0 0 0.00 0 0 0.00
EBR 1 1600 278 278 0 17 358 358 0 22

Critical
Movement

Gonzales&Rice
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

EBR 1 1600 278 278 0.17 358 358 0.22

WBL 1 1600 0 0 0.05 0 0 0.05
WBT 1 1600 0 0 0.05 * 0 0 0.05 *
WBR 1 1600 0 0 0.05 0 0 0.05

0.74 0.83

Notes on analysis: C D
Notes on lane configuration:
Notes on signal operation:

right turn on red southbound
TOTAL CAPACITY UTILIZATION:



Vol
Reduction
(RTOR)

Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 118 118 0.07 155 155 0.10 *
NBT 1 1600 137 137 0.09 212 212 0.13
NBR 1 1600 333 333 0.21 * 293 293 0.18

SBL 1 1600 62 62 0.05 * 161 161 0.10
SBT 1 1600 120 120 0.08 273 273 0.17
SBR 1 1600 118 118 0.07 365 365 0.23 *

EBL 1 1600 138 138 0.09 250 250 0.16 *
EBT 2 3200 1008 1008 0.32 * 1212 1212 0.38
EBR 1 1600 126 126 0 08 118 59 59 0 05

Critical
Movement

Gonzales&C
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

EBR 1 1600 126 126 0.08 118 59 59 0.05

WBL 1 1600 118 118 0.07 * 248 248 0.16
WBT 2 3200 850 850 0.27 1529 1529 0.48 *
WBR 1 1600 87 87 0.05 157 157 0.10

0.65 0.96

Notes on analysis: B E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduction
(RTOR)

Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 226 226 0.14 * 228 228 0.14 *
NBT 1 1600 300 300 0.19 252 252 0.16
NBR 1 1600 108 108 0.07 79 79 0.05

SBL 1 1600 168 168 0.11 182 182 0.11
SBT 1 1600 338 338 0.21 * 397 397 0.25 *
SBR 1 1600 88 88 0.06 86 86 0.05

EBL 1 1600 65 65 0.05 117 117 0.07 *
EBT 2 3200 897 897 0.28 * 1093 1093 0.34
EBR 1 1600 87 87 0 05 105 105 0 07

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Gonzales&H
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

EBR 1 1600 87 87 0.05 105 105 0.07

WBL 1 1600 125 125 0.08 * 276 276 0.17
WBT 2 3200 784 784 0.25 1450 1450 0.45 *
WBR 1 1600 94 94 0.06 237 237 0.15

0.71 0.92

Notes on analysis: C E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduction
(RTOR)

Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 387 387 0.24 * 267 267 0.17 *
NBT 2 3200 677 677 0.21 863 863 0.27
NBR 1 1600 302 302 0.19 576 576 0.36

SBL 1 1600 95 95 0.06 113 113 0.07
SBT 3 * 4800 690 811 0.17 * 1239 1363 0.28 *
SBR 0 * 0 121 0 0.00 124 0 0.00

EBL 1 1600 179 179 0.11 160 160 0.10
EBT 2 3200 710 710 0.22 * 580 580 0.18 *
EBR 1 1600 220 220 0 14 230 230 0 14

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Gonzales&Ventura
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

EBR 1 1600 220 220 0.14 230 230 0.14

WBL 2 3200 356 356 0.11 * 736 736 0.23 *
WBT 2 * 3200 532 587 0.18 625 775 0.24
WBR 0 * 0 55 0 0.00 150 0 0.00

0.74 0.86

Notes on analysis: C D
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduction
(RTOR)

Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 56 56 0.05 38 38 0.05 *
NBT 3 4800 2344 2344 0.49 * 1539 1539 0.32
NBR 1 1600 199 199 0.12 364 364 0.23

SBL 2 3200 217 217 0.07 * 533 533 0.17
SBT 2 3200 1066 1066 0.33 2460 2460 0.77 *
SBR 1 1600 27 27 0.05 29 29 0.05

EBL 1 1600 27 27 0.05 * 36 36 0.05
EBT 2 * 3200 107 132 0.05 252 361 0.11 *
EBR 0 * 0 25 0 0 00 109 0 0 00

Critical
Movement

Gonzales&Victoria
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

EBR 0 0 25 0 0.00 109 0 0.00

WBL 2 3200 222 222 0.07 311 311 0.10 *
WBT 1.5 * 4800 195 692 0.14 * 174 448 0.09
WBR 1.5 * 0 551 54 0 0.00 407 133 0 0.00

0.75 1.03

Notes on analysis: C F
Notes on lane configuration:
Notes on signal operation:

right on red for w/b right=Sb left/4
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 0 0 0.05 18 18 0.05
NBT 1 1600 1175 1175 0.73 * 689 689 0.43 *
NBR 1 1600 130 130 0.08 78 78 0.05

SBL 1 1600 78 78 0.05 * 221 221 0.14 *
SBT 2 * 3200 551 587 0.18 1284 1339 0.42
SBR 0 * 0 36 0 0.00 55 0 0.00

EBL 1 1600 118 118 0.07 * 47 47 0.05
EBT 1 * 1600 70 78 0.05 33 56 0.05 *
EBR 0 * 0 8 0 0.00 23 0 0.00

Critical
Movement

Harbor&Fifth
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 1 1600 59 59 0.05 127 127 0.08 *
WBT 1 1600 31 31 0.05 * 57 57 0.05
WBR 0 0 0 0 0.00 0 0 0.00

0.91 0.70

Notes on analysis: E B
Notes on lane configuration:
Notes on signal operation:

w/b right free flow
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 0 0 0 0 0.00 0 0 0.00 *
NBT 1 1600 1373 1373 0.86 * 809 809 0.51
NBR 0 0 0 0 0.00 0 0 0.00

SBL 1 1600 87 87 0.05 * 204 204 0.13
SBT 1 1600 621 621 0.39 1476 1476 0.92 *
SBR 0 0 0 0 0.00 0 0 0.00

EBL 0 0 0 0 0.00 0 0 0.00
EBT 0 0 0 0 0.00 * 0 0 0.00 *
EBR 0 0 0 0 0.00 0 0 0.00

Critical
Movement

Harbor&Gonzales
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 1 1600 33 33 0.05 * 73 73 0.05 *
WBT 0 0 0 0 0.00 0 0 0.00
WBR 0 0 0 0 0.00 0 0 0.00

0.96 0.97

Notes on analysis: E E
Notes on lane configuration:
Notes on signal operation:

n/b and w/b rights free flow
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 42 42 0.05 * 571 571 0.36 *
NBT 2 * 3200 1349 1483 0.46 7 97 0.05
NBR 0 * 0 134 0 0.00 90 0 0.00

SBL 1 1600 29 29 0.05 209 209 0.13
SBT 2 * 3200 1301 1809 0.57 * 192 335 0.10 *
SBR 0 * 0 508 0 0.00 143 0 0.00

EBL 1 1600 308 308 0.19 * 88 88 0.06
EBT 2 3200 386 386 0.12 671 671 0.21
EBR 1 1600 44 44 0.05 729 729 0.46 *

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Pleasant Valley&Oxnard Bl
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 1 1600 81 81 0.05 14 14 0.05 *
WBT 2 3200 182 182 0.06 * 1399 1399 0.44
WBR 0 0 0 0 0.00 0 0 0.00

0.86 0.97

Notes on analysis: D E
Notes on lane configuration:
Notes on signal operation:

w/b right free flow
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 2 3200 194 194 0.06 341 341 0.11 *
NBT 2 3200 826 826 0.26 * 694 694 0.22
NBR 1 1600 127 127 0.08 129 129 0.08

SBL 1 1600 140 140 0.09 * 254 254 0.16
SBT 3 * 4800 685 863 0.18 1165 1601 0.33 *
SBR 0 * 0 178 0 0.00 436 0 0.00

EBL 2 3200 486 486 0.15 598 598 0.19 *
EBT 2 3200 841 841 0.26 * 507 507 0.16
EBR 1 1600 247 247 0.15 242 242 0.15

Critical
Movement

Rose&Channel Islands
Genovese
2007+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 2 3200 199 199 0.06 * 359 359 0.11
WBT 2 3200 363 363 0.11 991 991 0.31 *
WBR 1 1600 5 5 0.05 10 10 0.05

0.67 0.94

Notes on analysis: B E
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 195 195 0.12 194 194 0.12 *
NBT 2 * 3200 1002 1045 0.33 * 978 1008 0.32
NBR 0 * 0 43 0 0.00 30 0 0.00

SBL 2 1600 46 46 0.05 * 75 75 0.05
SBT 2 3200 779 779 0.24 1333 1333 0.42 *
SBR 1 1600 36 36 0.05 62 62 0.05

EBL 0 0 0 0 0.00 0 0 0.00 *
EBT 2 3200 399 399 0.12 * 261 261 0.08
EBR 1 1600 0 0 0.05 0 0 0.05

Critical
Movement

Rose&Oxnard Bl
Genovese
2007--Rose=North/South+30%
Base Year Count

Intersection:

Year of Base Count:
Scenario:

Analyst:

Split
Phase

AM Peak Hour

Movement Lanes
Shared

Movement
Critical

Movement

PM Peak Hour

Capacity

WBL 0 0 1 1 0.00 * 0 0 0.00
WBT 2 3200 325 325 0.10 948 948 0.30 *
WBR 1 1600 96 96 0.06 109 109 0.07

0.50 0.83

Notes on analysis: A D
Notes on lane configuration:
Notes on signal operation:

E/B right free flow
TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 42 42 0.05 43 43 0.05 *
NBT 2 3200 1349 1349 0.42 * 1104 1104 0.35
NBR 1 1600 134 134 0.08 100 100 0.06

SBL 1 1600 29 29 0.05 * 12 12 0.05
SBT 2 3200 1301 1301 0.41 1633 1633 0.51 *
SBR 1 1600 508 508 0.32 537 537 0.34

EBL 2 3200 308 308 0.10 429 429 0.13 *
EBT 2 * 3200 386 430 0.13 * 273 350 0.11
EBR 0 * 0 44 0 0.00 77 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:
Rose&Wooley
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 1 1600 81 81 0.05 * 147 147 0.09
WBT 2 * 3200 182 207 0.06 460 495 0.15 *
WBR 0 * 0 25 0 0.00 35 0 0.00

0.66 0.85

Notes on analysis: B D
Notes on lane configuration:
Notes on signal operation:

TOTAL CAPACITY UTILIZATION:



Vol
Reduce for 

Overlap
Adjusted
Volume v/c Vol

Reduction
(RTOR)

Adjusted
Volume v/c

NBL 1 1600 168 168 0.11 199 199 0.12
NBT 2 3200 679 679 0.21 * 738 738 0.23 *
NBR 1 1600 268 268 0.17 192 192 0.12

SBL 1.5 2400 421 421 0.18 * 540 540 0.23
SBT 2.5 4000 638 694 0.17 1062 1157 0.29 *
SBR 0 0 56 0.00 95 0.00

EBL 1 1600 108 108 0.07 104 104 0.07
EBT 2 * 3200 649 901 0.28 * 355 638 0.20 *
EBR 0 * 0 252 0 0.00 283 0 0.00

Shared
Movement

Critical
Movement

PM Peak Hour
Split

Phase

AM Peak Hour

Movement Lanes

Intersection:

Year of Base Count:
Scenario:

Analyst:

*

*

*

Five Points
Genovese
2007+30%
Base Year Count

Critical
MovementCapacity

WBL 1 1600 133 133 0.08 * 293 293 0.18
WBT 3 * 3350 205 228 0.07 638 708 0.21 *
WBR 0 * 0 23 0 0.00 70 0 0.00

NWL 2 3200 272 209 0.07 * 627 482 0.20 *
NWT 2 * * 3200 234 192 0.06 376 300 0.12
NWR 0 * 16 14

0.82 1.13

D G
Notes on lane configuration:
Notes on signal operation:

*

W/B Capacity Adjusted for short #3 lane
TOTAL CAPACITY UTILIZATION:


